
Ligno-Scanner S moisture meter 
 
Description: 
 
The Ligno-Scanner S is a pinless moisture meter for wood 
with a 1/4” measuring depth. 
 
 
Wood Moisture Meter:  
 
The Ligno-Scanner S is calibrated to measure boards less than 
¾” thick or stacked veneer. Also a great tool for measuring close 
to the surface such as checking waterborne finishes between 
applications. 
 
This meter has a unique feature that includes 71 species settings 
or specific gravity settings 0.3-1.0. Lignomat’s pinless meter also 
gives moisture readings in percentage of moisture content. There 
is also an additional reference scale when measuring non-wood 
building materials that can be used for comparative readings. 
 
 
 
Standard Ligno-Scanner S : 
 
1 Ligno-Scanner S 
1 carrying pouch with belt loop 
1 9V battery 
1 wood group chart 
1 instruction manual 
2 year warranty  
 
 
Features: 
 
Digital Display 
Rugged design for easy operation 
Wide range wood scale (5-60%) 
Reference Scale for non-wood building materials (0-99) 
Built in corrections for 71 wood groups 
Automatic shut off 
HOLD feature 
¼” measuring depth 
 
 
Specifications: 
Specifications for Ligno-Scanner S: 
Size: 5.5”L X 2”W X 0.5”H 
Measurement Range: Wood: 5-60% 
 
Resolution: 0.1 % 
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